
FEATURES:                                
• Platform with 4 load cells.
• It can be used in legal metrology.
• It can be used installed on ground.
• Steel framework and top diamond pan.
• Black enamel.
• Load cells OIML R-60 C3, in steel, IP66 protection.
• Junction box in ABS, IP66 protection.
• Adjustable feet in height.

• ABS indicator, model BR16.
• IP54 protection.
• Backlight LCD display with 6 digits of 40 mm. 
• Holes for wall anchor included.
• ABS support for column.
• Power supply with adaptor AC/DC 100-240Vac 50-60 Hz.
• RS232 output. See optional BR16.
• Unique range / Multi range (to choose at time of purchase order).
• Units: kg or t or g (to choose at time of purchase order).
• Approval type at 3000 divisions OIML class III.
• EC approval.

FUNCTIONS:
• Accumulation (only outside legal metrology)
• Totalization (only outside legal metrology)
• Piece counting
• Zero
• Four modes of hold : deactivate, animal in motion, 

peak value, stable weight and stable weight with auto 
cancel in zero

• Control of weight and pieces (limits function) with visual
signal and alarm

• Three speeds of the converter AD (high, medium and low)
• Gross/Net
• Tare

h=110 mm;     h Máx.: 130 mm; h mín.: 100 mm 

h

Code # Capacity 
(kg)

Readout 
(g)

Dimensions
(mm)                                         

Packing 
dimensions (mm)                                                                                                  

261110 300 100 800x800 830x830x80
+360x220x160

45+2
261111 600 200 800x800 45+2

261112 600 200 1000x1000 1030x10x30x85
+360x220x160 65+2

260719 1500 500 1200x1000 1250x1050x100
+360x220x160

90+2
260720 3000 1000 1200x1000 90+2
260721 1500 500 1200x1200 1250x1250x100

+360x220x160

95+2
260722 3000 1000 1200x1200 95+2
260723 1500 500 1500x1200 1550x1250x100

+360x220x160

120+2
260724 3000 1000 1500x1200 120+2
260725 1500 500 1500x1500 1550x1550x100

+360x220x160

140+2
260726 3000 1000 1500x1500 140+2
260727 1500 500 2000x1500 2050x1550x100

+360x220x160

200+2
260728 3000 1000 2000x1500 200+2

270165 Anchorage pan
910047 Acces ramp de 1.200 mm

910048 Acces ramp de 1.500 mm

910134 Steel painted column

NFN232 RS232 output

*See optional indicator BR16

Acces ramp Anchorage pan

NFN

PCS     CHECK     MOVE             BAT INT     AC/DC     IP54     VERIF

M

Steel painted column

4 load cells scale

Certifications
    Homologation

VERIF

900019

900020

900020

900021

900022

900021

900022

900021

900022

900021

900022

900021

900022

Indicator BR16
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900004

900003

900004

900003

900004

900003

900004

900003

900004

900003

900003

900003

900002
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